
 

2131757.99Product SKU:

Category 3, FlexguardÂ® PVC Jacketed, Unshielded Twisted Pairs (UTP), Type: CMP, Pairs: 50, Product Description:
Gauge Size (AWG): 24, Jacket Color: White, Packaging: Per Order Length

Product Category: Data Communication - Category Cables - Category 3 Plenum - FlexguardÂ® PVC Jacket

 

Product Construction:

Category: 3 
 

Type: CMP 
 

Conductors: 24 AWG solid bare annealed copper 
 

Insulation: Flame retardant semi-rigid PVC 
 

Color Code: See Color Code Chart 
 

Rip Cord: Applied longitudinally under jacket 
 

Jacket: FlexguardÂ® flame retardant PVC 

 
Sequential footage markings 

Jacket Color: White 
 

Product Specification:



No. of Pairs: 50 
 

Conductor Size (AWG): 24 
 

Standard Packaging: Per order lengths (POL) are available upon request 
 

Outside Diameter (in): 0.59 
 

Approximate Weight (lbs per 220 
 1,000 ft):

Footnote: Data subject to change without notice. Contact your Customer Service Representative 
for latest information.  

UPC #: 079407503520 
 

SCC-14: 50079407503522 
 

Cube: 4860 
 

Weight Per Unit of Measure: .102 
 

Product Information:

Applications: 10 BASE-T (IEEE 802.3) 

100 VG-AnyLAN 

4 Mbps Token Ring (IEEE 802.5) 

 
52 Mbps ATM 

T1 

Voice 

Compliances: ANSI/ICEA S-90-661(Category 3) 

ANSI/TIA/EIA 568B.2 (Category 3) 
 

UL and c(UL) Type CMP 

Packaging: Per order lengths (POL) 
 

Reference Charts

Electrical Characteristics
 



Technical Specifications

NEC and CSA Fire Resistance Levels
Glossary
Color Code Chart
Industry Standards, Typical Uses of Electrical Requirements
Abbreviations and Acronyms
Conduit Capacities by Wire or Cable Diameter
Commercial Building Datacom/Electronics Wiring
 
 

 
 

 
 


